









































































































KH3 Slide 5 - extra title slide  with ability to replace the photos on the left. 
To add a picture: go to menu, Insert, "picture" and "from file". Chose your pciture and then click the 
"insert" button. The picture will show up somewhere on the middle of the slide.  Delete the existing 
picure on the left that you wanted to replace and then crop the the new image and resize it so that it 
would roughly fit the area you were trying to fill. The last step is to right click the picture, select 
"group", "order", and "send to back."That crops the picture and displays it within the space to show the 
curve. Repeat this with any other pictures you want to change. If you have a different version of 
PowerPoint, you will have to follow the same steps but the terminology may be different. 
NOTE: When you view the slides, sometimes edges of the picture will stick out above and to the left of 





































































































This slide covers comments alrerady made about what tools are needed for proper 
Remote entry PII 
•Visual Inspection for Pipe Safe Access (>36”)
• CCTV Inspection for small Dia. (36”)
• Add Deflectometer And Direct Measurement Laser for Flex Pipe
• Add Direct Laser Measurement Tool only for  
RCP
• Mandrel Inspection – Must use Actual Certified Diameter for pipe installed or 
Nominal Diameter to calculate deformation
• Must Set criteria for appropriate Quality Acceptance 10% of all pipe installed, 
include 100% under Pvmt, All Storm Drains, All Pipe greater than 36” Diameter…
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Inspection team number one job is to provide clear quantifiable information to allow for 
proper evaluation…not suggest repairs, evaluate pipeline, they should simply provide 
information in format as outlined in your specification!
Inspection team should be able to show proof of their training, experience, and knowledge 
of their inspection tools and equipment. Some States are actually requiring any inspection 
team to be certified through a state run certification program.
You may want to consider requiring NASSCO PACP Certification – PACP = Pipeline 
Assessment Certification Program or developing your own Certification program for 
Inspectors and equipment certification program….
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The success of PII inspection depends heavily of the installer understanding what he/she 
can do to store, handle, install , and properly protect the installed pipe once it is laid.
All of our Installation/Inspection training is dedicated to properly communicating the 
proper techniques to insure the successful installation of our products. 
In the next few slides we will discuss some highlights of issues that must be addressed to 
insure no significant issue are found during the PII process. 
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Pipe can be damaged during shipment, during unloading process, or after it is strored on 
the job site.
Most likely the cause of the minor damage on the bell of the pipe above happened when 
this pipe bumped against anpother pipe or some hard suface which caused a small section 
of the bell to “chip” off. 
This is repairable but should be completed prior to placing the pipe in ditch,
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Most critical part of RCP Installation is insuring you have proper foundation for the pipe 
sysyte!
Foundation is the Box‐Springs for Pipe ‐ This is a critical aspect to ensure structurally sound 
& soil tight installations.
The trench bottom must be stable, give uniform support and have sufficient bearing 
capacity to maintain pipe alignment and carry the loads.
Check It!
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Bedding second most important aspect of RCP pipe installation!
Bedding is “Mattress” for the Pipe…The bedding levels out irregularities in the trench 
bottom and ensures uniform support of the barrel.
The best bedding material is granular and uniformly graded which spreads well under the 
pipe haunch.
The bedding directs load through pipe into the foundation.
TOO HARD = EXCESS Stress on Pipe – lead to cracking
Too Soft – joint separation, cracking, sagging, 
Bedding sets the “Grade” check it often.
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If grade not right do not “push” the pipe to grade with track‐hoe!
Bells and spigots can be broken with excessive force from equipment!
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Construction loads is certainly one of the issues that installers must be aware of. Large 
loads can be placed upon the pipe with heavy compaction equipment or with large 
construction equipment when there is little or no cover over the pipe. 
RCP should have at least 2’ of cover during construction in areas where large equipment is 
crossing or working in close proximity to the newly installed pipe.
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The evaluation team must be properly trained to understand pipe design, structure, how 
pipe reacts to loads, etc….
Not everything noted in PII inspection report will need remediation or repair.
“Knee Jerk” reaction is to fix anything and everything….that is mistake that cost owner lots 
of money for no reason
Must set reasonable criteria to establish what issues are cosmetic only and need no repair, 
establish what issues require evaluation, when an issue is repairable, or when a problem 
required major repair or removal.
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ACPA, through our work/experiance over the past 5 years with DOT and Municipal owners, 
has put together a good array of tools to help with implementation or improvement to 
existing PII program. 
In the following slide we will touch on some of those tools and resources.
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The ePipe – “Video and Laser Measurement Tools” is a nice overview of the history and 
current status of PII programs across the US and Canada.
It can be found on our home page in the lower rt hand corner – “Whats New” area under 
ePipes.
Content includes good overview of the benefits of implementation of a PII program, outline 
of the AASHTO Specs on PII, and DOT requirements from around the country.
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Find this resource on the ACPA homepage under “What’s New”
We have developed several “model” specs for PII and pipe Evaluation. Our Model 
specifications are based upon the best of the best components from DOT and municipal 
specifications from the US.
“Post Installation Inspection Basics” is a short concise specification of PII one might 
see in on a private project or even a small – non‐sofisticated municipality. Light on 
details but covers the most important aspects of PII.
“Post Installation Inspection Methods, Tools, and Reports” – This model spec. has 
more detail and covers required techniques, tools, reports, and some major 
evaluation needs.
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We have evaluation guidelines developed for field engineers to allow for quick adjudication 
of common issues that may be dioscovered during a pipe inspection. Located on Home 
Page of ACPA Website
We have cliff notes versions, Readers Digest, and text book versions of evaluation tools 
available for your use.
All of the information about cracks and joint integrity evaluation as well as other important 
topics are covered in these documents.
“Evaluation Guidelines for New Drainage Pipe” is the cliff notes version of Evaluation and 
can be used a guideline document to evaluate the most common storm drain pipes 
available and in common use today. 
“Sample Specifications for Evaluation of Newly Installed Culvert and Storm Drain Pipe” is 
our Readers Digest length document on pipe evaluation. It was written to allow it to be 
used in technical specifications or as a fairly detailed field guidance document to evaluate 
installed storm pipe. 
Our Text book version of pipe Evaluation of RCP is titles “Post Installation Evaluation and 
Repair Guidelines of Installed RCP” (nicknamed RCP Eval. Guideline)
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An excellent guideline has been developed for Pipe Inspections and Pipe Evaluation by the 
AASHTO Subcommittee of Construction.
Covers the criteria for inspection requirements for installed pipe, inspection methods and 
tools, report requirements, and evaluation and acceptance criteria for all pipe types! This is 
a great read and a good model for the development of inspection and evaluation 
specifications. 
33
Our hands on PII Demo’s and Plant Tours presents another great option to introduce 
PII Tools and Procedures, RCP Strength & Quality attrbutes
And Provide Knowledge and Tools to obtain Correct Evaluation of Installed RCP
At these events you would have the opportunity to see up close and personal the PII 
inspection tools we discussed today and actually see them in action inside of an actual pipe 
installation. During the plant tour portion you will witness RCP Pipe Production, Structural 
Testing Procedures, and QC procedures.
These events also provide a good opportunity to discuss proper evaluation of cracks, joint 
gaps and other issues that may be of concern to the audience.
If you are interested in participating in one of these events or want us to consider setting 
up one in the area please see me after the presentation.  
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Thanks for your kind attention and participation. We hope we have helped you better 
understand the PII process, tools, and specifications requirements for the successful 
implementation of a PII program. 
I will be glad to take any questions at this time
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